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Kamera za pozicioniranje Atomstack
AC-1

Cijena s PDV-om 125.00 €
Cijena bez PDV-a 100.00 €
4 Dostupnost Dostupno
- Vrijeme dostave 48 sati
Kataloski broj 00A3
Sifra proizvodaca C-AC1

Opis proizvoda

Kamera za pozicioniranje Atomstack AC-1
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Glavne karakteristike kamere AC-1:

Industrijska digitalna kamera: Za razliku od uobicajenih elektroni¢kih kamera, Atomstack AC1 je HD industrijska kamera od 5
megapiksela koja osigurava to¢no pozicioniranje tijekom upotrebe.

Veliko podrucje pozicioniranja: Industrijski Sirokokutni objektiv, idealan za strojeve s radnim podruc¢jem do 450x450 mm
(raspon skeniranja 400x400 mm);

Precizno pozicioniranje: industrijska kamera dizajnirana posebno za lasersko graviranje i crtace integrirana je sa softverom
Lightburn. Nakon jednostavne kalibracije, moze automatski locirati radno podrucje i objekt, s pogreskom pozicioniranja
manjom od 0,5 mm;

Pregled rada: Nema vise potrebe za ravnanjem materijala. Kamera AC-1 savrSeno rjeSava problem pozicioniranja uzoraka s
posebnim oblicima. Sada mozete dizajnirati izravno na povrsini potroSnog materijala i ono sto vidite je ono Sto dobivate;

Podrska za vise zadataka: zahvaljujudi preciznom pozicioniranju kamere, sada mozete obavljati viSe neovisnih zadataka
istovremeno. Pod vodstvom kamere, laser automatski pronalazi objekte za graviranje jedan po jedan i radi na njima;

Ubrzana fotografija: svoj nevjerojatan kreativni proces mozete podijeliti s drugima. Zahvaljuju¢i odgodenom snimanju
kamerom, mozete snimiti svoj tijek rada i podijeliti ga na platformama kao Sto su YouTube, Twitter, Facebook.
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Vrlo prilagodljiv: Atomstack kamera kompatibilna je sa svim strojevima za lasersko graviranje Atomstack, Ortur, NEJE i xTool
(potreban je software Lightburn).

PRECISE POSITIONING

Identify the engraving position, automatically locate the working area,
and the positioning error is less than Imm.

Imm

Positioning
Accuracy

Automatic positioning of
the engraving position
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VIDEO RECORDING

d as a computer external camera

to record your creative process.

Tehnicke karakteristike kamere Atomstack AC-1:

Proizvodac: : Atomstack Maker

Model: AC1

Razlucivost objektiva: 5SMP

Rezolucija skeniranog podrucja: 2592x972pt

Dimenzije kamere: 424x229 mm

Podrucje skeniranja: 400x410 mm

Software: Lightburn

Upravljacki program: nije potrebna instalacija upravljackog programa za Windows/Mac
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Fixed clamps

.|.‘..6‘|.|.|... ‘I""li.‘lll“‘i

generirano u programu shopGold



WORK PREVIEW

Preview the working area on the lightburn software, no need to
manually find the edge, the machine automatically finds the
position of the recognized pattern to engrave.

gy
B Live preview window [

5765 © \e»DoOONS

a0 om

generirano u programu shopGold


http://www.tcpdf.org

